
LifeSize Video Communications Systems 
Configuration Preferences

Version 3.x

This document presents a visual depiction of the preferences users and 
administrators can set to configure their LifeSize video communications 
systems using the 3.x software version.

These diagrams represent the organizational flow of these preferences as 
they appear in the user interface.  The default value for each preference is 
listed, where applicable.
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System Menu

Administrator PreferencesUser Preferences

Main Screen
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Appearance

Audio

Calls

User 
Preferences

Language (English)
Secondary Display Layout (VGA Input) LifeSize Room only
Fade Out Timeout (10 seconds)
Caller ID Timeout (1 minute)
Picture in Picture (Auto)
Multiway Call Layout (All Callers) LifeSize Room only
Screen Saver (Logo)
Screen Saver Timeout (10 minutes)
Sleep Timeout (10 minutes)
LCD Contrast (6)

Maximum Redial Entries (10)
Auto Answer (Disabled)
Auto Answer Mute (Enabled)
Auto Answer Multiway Call (Enabled)

Line Out Treble (0 dB)
Line Out Bass (0 db)
Line In Volume (5)
Microphone Volume (5) codecs with microphone input 
Auxiliary Audio Input Volume (5) LifeSize Room only
Ring Tone Volume (5)
DTMF Tone Volume (5)
Status Tone Volume (5)

Optional 
Dialog:
Enter 

Password

Diagnostics

High Definition Camera 1

High Definition Camera 2
LifeSize Room only

VGA Input

System Reboot

HD Camera 1 Brightness (0)
HD Camera 1 White Balance (Auto)
HD Camera 1 Frame Rate 
HD Camera 1 Lighting
Camera Anti-Flicker (Auto)

HD Camera 2 Brightness  (0)
HD Camera 2 White Balance (Auto)
HD Camera 2 Frame Rate
HD Camera 2 Lighting
Camera Anti-Flicker

VGA Input Horizontal Position (50)
VGA Input Vertical Position (50)
VGA Input Course Tuning (50)
VGA Input Fine Tuning (50)
VGA Input Brightness (62)
VGA Input Contrast (25)
VGA Input Scaling (20%)

Dialog 
Prompt: 
Yes/No

(No)

Default is that the user 
password is not set.

Backgrounds
Display 1 Background: (Default)
Display 2 Background: (Default) LifeSize Room only

HD Camera Frame Rate and 
HD Camera Lighting are status 
indicators and, therefore, do not 
have defaults.
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Administrator Preferences

Dialog:
Enter Password

(1234)

Audio

Communications

System

Appearance

Calls

Video

Recent

Network

Security

Directory

Telepresence

Diagnostics
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Audio

Calls

Video

Outgoing Maximum Bandwidth (Auto)
Incoming Maximum Bandwidth (Auto)
Auto Bandwidth (Enabled)
Maximum Call Time (8 hours)
Maximum Redial Entries (10)
Auto Answer (Disabled)
Auto Answer Mute (Enabled)
Auto Answer Multiway Call (Enabled)
H.235 AES Security (Disabled)

Audio Codec Order (see list on this page)
Phone Microphones (Enabled)
Line In (“Enabled” for LifeSize Room; “Enabled (stereo)” for LifeSize Team, LifeSize 
Team MP, and LifeSize Express)
Line In to Line Out (“Disabled” for LifeSize Room; “Enabled” for LifeSize Team, 
LifeSize Team MP and LifeSize Express)
Line In Acoustic Echo Canceller (Enabled) (codecs without microphone input)
Line In Volume (5)
Microphone Volume (5) (codecs with microphone input)
Microphone to Line Out (Disabled) (codecs with microphone input )
Microphone Acoustic Echo Canceller (Enabled) (codecs with microphone input)
Video Call Audio Output (Line Out)
Voice Call Audio Output (Phone)
Auxiliary Audio Input Volume (5) LifeSize Room only
Auxiliary Audio Input Association (Auxiliary Video Input) LifeSize Room only
Line Out Treble (0)
Line Out Bass (0)
Ring Tone Volume (5)
DTMF Tone Volume (5)
Status Tone Volume (5)

Far Control of Near Camera (Enabled)
Far Set of Camera Presets (Disabled)
Far Move to Camera Presets (Enabled)
Camera Presets Lock (Unlocked)
Camera Pan Direction (Perceived)
HD Camera 1 Name (HD Camera 1)
HD Camera 2 Name (HD Camera 2) LifeSize Room only
Document Camera Name (Doc Camera) LifeSize Room, 
LifeSize Team, and LifeSize Team MP
Auxiliary Video Input Name (DVD) LifeSize Room only
HD Input 1 Name (HD 1) LifeSize Express only
HD Input 1 Type (Auto) LifeSize Express only
VGA Input Name (PC)  

Telepresence Telepresence (Disabled)
HD Camera 1 Movement (Unlocked)
HD Camera 2 Movement (Unlocked) LifeSize Room only

Video Control

Video Quality

Video Bandwidth Balance: 90%/10%
Primary Video Motion: (10)
Secondary Video Sharpness: (10)
Video Encoder Quality (-2)
H.241 MaxStaticMBPS (Disabled)
Video MTU (1440 bytes)

Audio Codec Order:
1. AAC-LC
2. Polycom® Siren14™ (48 kb/s)
3. Polycom® Siren14™ (32 kb/s)
4. Polycom® Siren14™ (24 kb/s)
5. G.722
6. G.729
7. G.711 (µ-Law)
8. G.711 (A-Law)
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Network

Security

Passwords

NAT

LifeSize Transit

Remote Administration

LifeSize Transit (Disabled)
Transit Hostname (no default)
Transit Username (no default)
Transit Password (no default)
Transit ICE (Disabled)
Transit Signaling (TCP Only)
Web Proxy URL (no default)
Web Proxy Username (no default)
Web Proxy Password (no default)

Administrator Password: (1234)
New Password
Confirm Password
Set New Password

User Password: (not set - no default)
New Password
Confirm Password
Set New Password

HTTP (Enabled)
SSH (Enabled)
Telnet (Disabled)

DHCP (Enabled)
IP Address (no default)
Subnet Mask 
Default Gateway (255.255.255.0)
Hostname (no default)
DNS Servers (no default)
Name Search Domains (no default)
Network Speed (Auto)
NTP Server Hostname (no default)
IPv6 (Disabled)
IPv6 Configuration (Auto)
IPv6 Address (no default)
IPv6 Router (no default)

General

Network QoS

Reserved Ports

Network QoS (DiffServ)
DiffServ Audio Priority (46)
DiffServ Video Priority (34)
DiffServ Data Priority (46)

IntServ Audio Priority (5)
IntServ Video Priority (4)
IntServ Data Priority (5)
IntServ ToS (None)

NAT:
Static NAT (Disabled)
NAT Public IP Address (no default)

UDP Lowest Value (60000)
UDP Highest Value (64999)
TCP Lowest Value (60000)
TCP Highest Value (64999)
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Communications

System

H.323

General

SIP Server

SIP Advanced

SIP Username (LifeSize)
Authorization Name (no default)
Authorization Password (no default)
SIP Proxy (Disabled)
Proxy Hostname (no default)
Proxy IP Port (5060)
SIP Registrar (Disabled)
Registrar Hostname (no default)
Registrar IP Port (5060)

SIP Registration (Through Proxy)
UDP Signaling Port (5060)
TCP Signaling (Disabled)
TCP Signaling Port (5060)

H.323 Name (LifeSize plus last 2 bytes of the MAC address) 
H.323 Extension (last 2 bytes of the MAC address) 
Gatekeeper ID (no default)
Gatekeeper Mode (Disabled)
Gatekeeper IP Address 1 (no default)
Gatekeeper Port 1 (1719)
Gatekeeper IP Address 2 (no default)
Gatekeeper Port 2 (1719)

Time Zone [(GMT) Greenwich Mean Time]
Day Month Year
Hour Minutes Seconds

Video Dialing (Auto)
Voice Dialing (VoIP) LifeSize Room, LifeSize Team, and 
LifeSize Team MP
Presentations (Enabled)
LifeSize Networker IP Address (no default) LifeSize Team 
and LifeSize Express only 

System Reset

General

Identification

System Name (Conference Room)
Video Number (no default)
Voice Number (no default)
Location (United States)

Dialog 
prompt for 

admin 
password

Auto Reboot (No)

Date and Time
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Appearance

Directory

Picture in Picture (Auto)
Secondary Display Layout (VGA Input) LifeSize Room only
Multiway Call Layout (All Callers) LifeSize Room only
Auxiliary Video Output (Enabled) LifeSize Room only
Idle Auxiliary Output Layout (No Inputs) LifeSize Room only
Active Call Auxiliary Output Layout (Received) LifeSize Room only

Auto Discovery (Enabled)
Auto Discovery Subnets (no default—
discovers local subnet only if left blank)
Auto Discovery Ignored Subnets (no default)

Auto Discovery

LDAP
LDAP Hostname (no default)
LDAP Username (no default)
LDAP Password (no default)
LDAP Base (no default)
LDAP Filter (no default)
LDAP Refresh (Never)

Layout

Displays

Recent
Fields that appear here reflect recent 
changes made to configuration preferences.

Backgrounds

General

Language (English)
Fade Out Timeout (10 seconds)
Caller ID Timeout (1 minute)
LCD Contrast (6)
Screen Saver (Logo)
Screen Saver Timeout (10 minutes)
Sleep Timeout (10 minutes)

Display 1 Background (Default)
Display 2 Background (Default) LifeSize Room only

Display 1 (no default—information field)
Display 1 Type (Auto) LifeSize Room, LifeSize Team, and LifeSize 
Team MP
Display 1 Resolution (Auto)
Display 2 (no default—information field)  LifeSize Room only
Display 2 Type  (Auto) LifeSize Room only
Display 2 Resolution (Auto) LifeSize Room only
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High Definition Camera 1

Network Utilities

Call Counters
(These are read-only fields)

VGA Input

Color Bars

High Definition Camera 2
LifeSize Room only

HD Camera 1 Brightness (0)
HD Camera 1 White Balance (Auto)
HD Camera 1 Frame Rate
HD Camera 1 Lighting
Camera Anti-Flicker (Auto)

HD Camera 2 Brightness (0)
HD Camera 2 White Balance (Auto)
HD Camera 2 Frame Rate
HD Camera 2 Lighting
Camera Anti-Flicker (Auto)

VGA Input Horizontal Position (50)
VGA Input Vertical Position (50)
VGA Input Course Tuning (50)
VGA Input Fine Tuning (50)
VGA Input Brightness (62)
VGA Input Contrast (25)
VGA Input Scaling (20%)

Since System Reset:
Total Calls Connected
Video Calls Connected
Voice Calls Connected
Last Call Time
Total Call Time
Longest Call Time

Since System Reboot:
Total Calls Connected
Video Calls Connected
Voice Calls Connected
Total Call Time
Longest Call Time

Command (Ping)
IP Address (no default)
Start/Stop

Not configurable—this is a color bar for 
display calibration.

Diagnostics

System Reboot

Dialog 
Prompt: 
Yes/No

(No)
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